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TECHNICAL DATA DESIGN SPECIFICATION
SAFE WORKING LOAD (SWL): 500 kg DESIGN STANDARDS: BS 7333 (1990) Class A3 / BS EN 16851 (2017)
@/& 45 600 PIVOT OPERATION: Manual Push/Pull ALLOWABLE DEFLECTION: (Height + Radius) / 250 = 26mm
255 255 TRAVEL OPERATION: Manual Push/Pull
d | ARM WEIGHT: 49.9 kg
1 - ) HOIST WEIGHT*: 21 kg 115 DRAWING 15 PROPERTY O HEL HELLAS S MAY NOT BE REPRODLCED OR USEDIN ANY FORM OR ANY MEANS WITHOUT PRIOR PERMISSON. 1+
255 MAX ALLOWABLE HOISTING SPEED: | 8 m/min ANOXES o iiangEs - fawaca | METRIC | o, HELM HELLAS SA.
600 ] o . UNLESS OTERWISE SPECIFIED ‘\ “\ “‘\“ N i‘“ ! MANUFAC}[‘\']RDEESog\F/ESVLgR”\‘SES?(g\(/\)ES FITTINGS
255 COLUMN WEIGHT: 243.5 kg |SO 2768mk NTS l J 82° Km,ATHENsrKOR\NTV»:VSJVSMZ‘%E)&%?:"\NTH P.0. BOX 209 GREECE
) DOWNWARD FORCE (P1)**: 9.2 kN P — oNows | e | MEPITPAGH - DESCRIPTION
c o ) OVERTURNING FORCE (Mf): 19.7 kNm
- IXEAIATH APMﬁ1 0425
MATERIAL: Steel DESIGN - BE 7898
. Powder Coated EMEZEPTAZIA - TREATMENT EAETXOx P.PSIL
FINISH: RAL 1004 ] ECFHKE)‘CEKH 11.04.25
APPROVAL P.PSIL 11.04.25
= - MEFEOOX YEAIAA -
* HOIST WEIGHT BASED ON SELECTED HOIST MODEL, IF SELECTED. IF NOT, WEIGHT ASSUMED TO BE 50KG. | "KW ENESEPTAXIA - AINISH. | ANAGEQP | 107 e $A2R6T Jgg';/'BKE?)RS ]
** HOIST WEIGHT INCLUDED IN DOWNWARD FORCE CALCULATION. ) - A3 1/1 T ST
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