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Inductive sensors

Product notes

>	 PNP or NPN switching functions 
>	 Integrated control LED 
>	 GS04.001, GS04.002: detection of jaw position (open/closed)

Technical data
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Accessories

GS04.001 PNP rectangular 10 - 30 100 IP67 2 200 3-pin male M8 
connector

-20 - 70 
(-4 - 158)

38 Cable: 20.503  
Cable: 20.507  
Cable: 20.504  
Cable: 20.570 

GS04.002 NPN rectangular 10 - 30 100 IP67 2 200 3-pin male M8 
connector

-20 - 70 
(-4 - 158)

38 Cable: 20.503  
Cable: 20.507  
Cable: 20.504  
Cable: 20.570 

GS04.007 PNP barrel 10 - 30 100 IP67 1 200 3-pin male M8 
connector

-20 - 70 
(-4 - 158)

16 Cable: 20.503  
Cable: 20.507  
Cable: 20.504  
Cable: 20.570 

GS04.008 NPN barrel 10 - 30 100 IP67 1 200 3-pin male M8 
connector

-20 - 70 
(-4 - 158)

16 Cable: 20.503  
Cable: 20.507  
Cable: 20.504  
Cable: 20.570 

GS04.009 PNP barrel 10 - 30 200 IP67 0.8 300 3-pin male M8 
connector

-20 - 70 
(-4 - 158)

13 Cable: 20.503  
Cable: 20.507  
Cable: 20.504  
Cable: 20.570 

GS04.010 NPN barrel 10 - 30 200 IP67 0.8 300 3-pin male M8 
connector

-20 - 70 
(-4 - 158)

13 Cable: 20.503  
Cable: 20.507  
Cable: 20.504  
Cable: 20.570 

GR04.193P PNP barrel 10 - 30 200 IP67 0.8 2,000 3-pin, untermina-
ted cable

-20 - 70 
(-4 - 158)

25 Plug connector: 20.527 

GR04.193N NPN barrel 10 - 30 200 IP67 0.8 2,000 3-pin, untermina-
ted cable

-20 - 70 
(-4 - 158)

25 Plug connector: 20.527 
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Dimensions
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