
Connectors | Push-in fittings and plug-in connectors – Standard

Technical data
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30.000 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

4 M5

30.001 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

4 M6

30.002 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

4 R1/8

30.003 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

4 R1/4

30.004 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

6 M5

30.005 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

6 M6

30.006 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

6 R1/8

30.007 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

6 R1/4

30.008 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

6 R3/8

30.009 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

8 R1/8

30.010 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

8 R1/4

30.011 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

8 R3/8

30.012 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

10 R1/8

30.013 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

10 R1/4

30.014 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

10 R3/8

30.015 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

10 R1/2

30.016 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

12 R1/4

30.017 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

12 R3/8

30.018 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

12 R1/2

30.019 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

16 R3/8

30.020 -0.95 - 15 (-13.8 - 217.6) 0 - 60 (32 - 140)
 

16 R1/2

30.002-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

4 G1/8

30.003-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

4 G1/4

30.006-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

6 G1/8

30.007-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

6 G1/4

30.008-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

6 G3/8

30.011-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

8 G3/8

30.012-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

10 G1/8

30.014-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

10 G3/8

30.015-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

10 G1/2

30.016-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

12 G1/4

30.017-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

12 G3/8

30.018-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

12 G1/2

30.019-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

16 G3/8

30.020-G -0.95 - 15 (-13.8 - 217.6) -20 - 80 (-4 - 176)
 

16 G1/2

Straight male stud connectors
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